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Moulds for rigid structural polyurethane, simulated wood, flexible and integral, for RIM. Ceramic
case moulds and foundry patterns.
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SYSTEM SPECIFICATIONS

Application:

Processing: Brush application for thick layers. Room temperature curing.

Description: Two component epoxy system filled with abrasive fillers. Thixotropic. Hard. High abrasion
resistance. Not machinable. Good chemical resistance towards cleaning agents based on DMF,
methylene chloride and N-methyl-pyrrolidone and styrene. Due to the high thixotropy MG 543 can
also be applied at 30°- 40°C on complex surfaces without dripping on the edges. Different pot lives
are possible depending on the hardener of choice.
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TYPICAL SYSTEM CHARACTERISTICS

Processing Data

Viscosity at:

Resin
IO-10-50 (ISO3219) 110.000 170.00025°C mPas

Density at: IO-10-51 (ASTM D 1475) 1,75 1,8125°C g/ml

Hardener K 09N
Viscosity at: IO-10-50 (ISO3219) 2.000 4.00025°C mPas

W 501N

Mixing ratio by weight

Mixing ratio by volume

100:9

100:15
for 100 g resin g 100:9

for 100 ml resin ml 100:15

Resin

1,02 1,06

Pale yellow

1,06IO-10-51 (ASTM D 1475) g/ml 1,0825°C

Pale yellowHardener Colour

Density

GreenResin Colour

mPas

Resin Hardener
MG 543 K 09N 100:9

Mixing ratio by weight

100:9W 501N
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MG 543

89 91

94 104

Hardness 89 91

Poor

TYPICAL CURED SYSTEM PROPERTIES

Properties determined on specimens cured: 24 h RT + 15 h 90°C

Colour Green

Glass transition (Tg)

Density IO-10-54 (ASTM D 792)

IO-10-58 (ASTM D 2240)

1,58 1,63

97 107

Machinability Poor

Green

1,58 1,63

IO-10-69 (ASTM D 3418)

g/ml

°C

9090(***)Max recommended operating temperature

IO-00-00 = Elantas Italia's test method. The correspondent international method is indicated whenever possible.
nd = not determined           na = not applicable RT = TA = laboratory room temperature (23±2°C)
Conversion units:           1 mPas = 1 cPs 1MN/m2 = 10 kg/cm2 = 1 MPa

(*) for larger quantities pot life is shorter and exothermic peak increases
(**) the brackets mean optionality
(***) The maximum operating temperature is given on the basis of laboratory information available being it function of the curing conditions used
and of the type of coupled materials. For further possible information see post-curing paragraph.

°C

K 09N W 501N
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MG 543

Handling
precautions:

Instructions:

Epoxy resins and their hardeners can be stored for two years in the original sealed containers
stored in a cool, dry place. The hardeners are moisture sensitive therefore it is good practice to
close the vessel immediately after each use.

Verify and when necessary, homogenize the components before use. Add the appropriate quantity
of hardener to the resin, mix carefully. Avoid air trapping. Apply. For the surface preparation
(mould or model) refer to the release agents data sheet.

Post curing is always advisable for RT curing systems in order to stabilize the component and to
reach the best properties. It is necessary when the component works at a high temperature. It is
advisable a first curing at 50-60°C for 6 hours, avoiding thermal gradients over 10° C/hour, or at
least at the temperature at which the moulds will work for 4 hours minimum. Cool it down slowly.
The rate of heating and the indicated post-curing time are referred to standard specimen size.
Users should evaluate the best conditions of curing or post-curing depending on the component
size and shape. For big size components decrease the thermal gradient and increase the post-
curing time. In the case of thin layer applications and composites, post cure on the jig.

Curing / Post-
curing:

Storage:

emission date:
revision n° 03

September
March

2001
2014

The information given in this publication is based on the present state of our technical knowledge but buyers and users should make their own
assessments of our products under their own application conditions.

Refer to the safety data sheet and comply with regulations relating to industrial health and waste
disposal.

Manufactured: ELANTAS Italia S.r.l. Sito di Strada Antolini n°1, 43044 Collecchio (PR), Italy
www.elantas.com
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