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Product specification 
(Produkt-Spezifikation) 

 
 

eurocell
®
  140 145 150 300 

 
Particle sieve analysis 

 (Siebanalyse), weight % 

 
  > 600 µ 0 0 0 0 
  300 – 600 µ trace trace trace 0 - 6 
  150 – 300 µ 0 - 0,8 0 -1 0 - 5 25 max. 
 
 Certificate: > 150 µ 0 - 1 0 – 1 0 - 2 0 – 17 
  average particle size µ 1 - 150 1 - 160 1 - 220 1 - 300 
 
 

Net bag weight 

 (netto Sackgewicht), kg 

 
 Range (Soll)  17,5 - 18,5 15,5 - 16,5 13 - 14 11 - 12 
 Standard  18 16 13,5 11,5 

 
 

Effective Specific Gravity 

 (Wirkgewicht), g / cm³ 

 
 Range (Soll)  0,228–0,25 0,228-0,25 0,197–0,231 0,16–0,184 

 
 

 

Viscosity control (equal for all grades): 

 Viskositätskontrolle (bei allen Produkttypen gleich): 

 
   Preferred (Soll) minimum maximum 

 

 Uncoated (unbehandelt)   n/a n/a n/a 

 

 Coating „H“   clear cloudy clear 

 

 Coating „23“   200-300 cps 100 cps 400 cps 
 

 
 


